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ABSTRACT: Reinforced piled embankment technique is becoming increasingly utilised for the 26 
construction over soft grounds due to its efficiency on reducing potential settlement, speed of 27 
construction and associated cost.  Most of previous studies focused on developing understanding for the 28 
behaviour of thick embankments that are loaded with a static surcharge load. Data for the behaviour of 29 
shallow piled embankments under cyclic loadings are scarce. In this study, an experimental programme 30 
was undertaken using a fully instrumented testing rig to generate data and improve our understanding 31 
for the behaviour of unreinforced and reinforced shallow piled embankments subject to monotonic and 32 
cyclic loadings that were applied over a predetermined area of the embankment.   The experimental 33 
results showed   that collapse of soil arching is imminent and occurs during the first few cycles of load. 34 
However, regain of strength and recovery of the arching effect was observable during further stages of 35 
cyclic loadings due to densification of the embankment material and deformation of the soft subsoil. 36 
Inclusion of reinforcement layers was found to enhance the performance of load transfer mechanisms 37 
by concentrating stresses on pile caps. The results clearly showed a significant reduction in surface 38 
settlement, soft subsoil settlement and heaving with increasing the number of reinforcement layers.   39 
KEYWORDS: Geosynthetics, piled embankment, arching of soil, cyclic loading, tensioned membrane, soil 40 
heaving, shallow embankment, soil reinforcement. 41 
  42 
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1 INTRODUCTION 43 
Due to increasing world urbanisation, a high demand for the construction of infrastructures such as 44 
highway roads, bridges, railways, buildings and underground structures has been noted in recent 45 
decades. However, the existence of soft subsoil layers in several regions around the world may hinder 46 
and/or delay the construction of such an engineering project. Soft subsoil layers pose a high risk of 47 
excessive settlement and ground instability due to bearing capacity failure and potential slope 48 
movement if care is not taken. Preventative ground improvement techniques such as preloading, 49 
vertical drains and grouting can be used to minimise and/or eliminate the adverse effects on 50 
infrastructures but they are costly and time consuming. Reinforced pile embankment techniques prove 51 
to be an efficient and cost-effective solution for construction on soft clay layers in comparison to other 52 
techniques (Magnan 1994; Shen et al. 2005; Oh & Shin 2007). Coupling geosynthetics reinforcement 53 
with piles underneath soil embankments significantly enhanced the bearing capacity, reduced total and 54 
differential settlement and saved time. Reports on full-scale reinforced piled embankments are available 55 
(see for example; Almeida et al. 2007; Liu et al. 2007; Chen et al. 2008, Briançon & Simon 2012, Nunez et 56 
al. 2013 and Briançon & Simon 2017), although Love & Milligan (2003) reported concerns about 57 
inconsistency in the design approaches. Current design methods include Hewlett & Randolph (1988), 58 
Kempfert et al. (2004), BS 8006 (1995), BS 8006 -1 (2010) and Van Eekelen et al. (2013).   59 
Loads are transferred on reinforced pile embankments through a combination of arching mechanism in 60 
the embankment fill material and membrane effect by geosynthetics layers (Villard & Giraud 1998; 61 
Villard et al. 2004). Due to the greater stiffness of the piles, shear resistance is mobilised along the soil 62 
columns above the pile caps leading to partial transfer of loads to pile caps by an arching mechanism 63 
alongside decreased pressure on the soft subsoil. The arching mechanism is well recognised since 64 
Terzaghi (1943). Aqoub et al. (2018) studied the effect of repeating sequential active and passive arching 65 
and observed that alternating the direction of movement significantly affected the magnitude of 66 
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pressure during the initial cycles irrespective of the embankment height. Inclusion of layers of 67 
geosynthetic reinforcement above the pile caps offer a substantial contribution to transferring load to 68 
piles through a membrane effect (see for example; Stewart & Filz 2005, Van Eekelen et al. 2012 a and b, 69 
Eskişar et al. 2012, Blanc et al. 2013 and Zhuang & Wang 2018). However, a deeper understanding for 70 
the precise type and contribution of different load transfer mechanisms is still required under different 71 
conditions of loading, embankment heights and reinforcement. 72 
Several experimental, analytical and numerical investigations were conducted to study the behaviour 73 
and load transfer mechanisms in piled embankments with and without reinforcement layers (see for 74 
example; Guido et al. 1987, Jones et al. 1990, Low et al. 1994, Russell & Pierpoint 1997, Kempton et al. 75 
1998, Han & Gabr 2002, Russell et al. 2003,  Kempfert et al. 1999, Collin 2004, Jenck et al. 2009, 76 
Abusharar et al. 2009, Van Eekelen et al. 2011, 2015, Deb & Mohapatra 2013, Zhuang et al. 2014, 77 
Ariyarathne & Liyanapathirana 2014, Zhao et al. 2017, Fagundes et al. 2017 and Cui et al. 2018). The 78 
aforementioned studies reported that the behaviour and degree of soil arching is strongly dependent on 79 
many factors such as embankment height, properties of embankment soil, pile cap width, spacing 80 
between piles and tensile strength of reinforcement layers. A general consensus was reached that soil 81 
arching improves with increasing the height of embankment, pile cap width and shear strength 82 
parameters of the embankment soil.  It was also noted that soil arching deteriorates with increasing the 83 
spacing between piles and the tensile stiffness of the reinforcement. The results suggested that 84 
increasing the embankment height and pile spacing and reducing the pile cap width led to higher tensile 85 
stresses in the reinforcement layers. It is worth noting that the aforementioned studies focused on the 86 
analysis of reinforced piled embankments under static loads only, which might not be representative of 87 
cases where reinforced pile embankments are subject to cyclic loading. 88 
Limited studies have been carried out to study the behaviour of piled embankments under cyclic loading 89 
conditions, most are based on numerical analysis (Heitz et al. 2008, Han et al. 2015, Zhuang & Li 2015, 90 
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Houda et al. 2016, Lehn et al. 2016 and Zhuang & Wang 2018). It was found that arching of the soil was 91 
significantly affected by the application of cyclic loads (Heitz et al. 2008, Lehn et al. 2016 and Zhuang & 92 
Wang 2018). Heitz et al. (2008) found that inclusion of a reinforcement layer reduced the effect of 93 
vibrations significantly. The study conducted by Houda et al. (2016) on an unreinforced piled 94 
embankment suggested that the efficiency of the system increases under monotonic loads and 95 
decreases under higher cyclic loads. Despite the fact that real soil was not used in Houda et al. (2016), it 96 
was observed that about 50% of the surface settlement occurred during the first 10 cycles of loading. 97 
Notably, cyclic loads were applied over the whole area of the embankment which is not typically the 98 
case in most engineering projects e.g. highways and railways. Also, pressure and deformation on the 99 
soft subsoil were not investigated.  100 
Zhuang & Li (2015) found numerically that traffic loads had a significant effect on piled embankment 101 
behaviour whilst the effect of the fill friction angle was very limited. Han et al. (2015), based on 102 
experimental and numerical analysis, found that arching in unreinforced embankments collapses if 103 
embankments are built with a ratio of height to clear spacing between piles of less than 3. In addition, 104 
when embankments are reinforced with a layer of reinforcement, the controlling ratio of height to clear 105 
spacing between piles drops to 1.4 indicating significant enhancement to the stability of the 106 
embankment under dynamic loading conditions by the inclusion of a reinforcement layer. However, only 107 
the effect of one layer of reinforcement was investigated. Moreover according to Zhuang & Wang 108 
(2018), it should be noted that a long period of time is required for a considerable degree of soft subsoil 109 
consolidation to occur which means that a large number of load cycles are needed to be applied in the 110 
numerical model. As a result, numerical modelling becomes time-consuming for the analysis of piled 111 
embankments under cyclic loading conditions and requires validation using experimental and/or field 112 
data.  Zhuang & Wang (2018) validated their numerical results with experimental data, but the effect of 113 
number of reinforcement layers was not studied and only deep embankments were investigated.  114 
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This paper presents results from a comprehensive experimental investigation which attempted to 115 
analyse and shed light on issues related to unreinforced and reinforced shallow piled embankments that 116 
are subject to cyclic loadings e.g. traffic loads. A fully instrumented testing rig that is capable of 117 
providing measurements for pile load, load on soft subsoil, deformation measurements and tension 118 
force in reinforcement layers, was designed, manufactured and commissioned. In order to represent the 119 
effect of increasing the capacity of traffic loads during the life time of structure, three stages of cyclic 120 
loadings were applied during the test. Also, the effects of increasing the number of reinforcement layers 121 
on load transfer mechanisms, surface settlement and soft subsoil deformation were analysed and 122 
compared with those from a control test on unreinforced piled embankment under the same loading 123 
conditions. Finally, the tension of reinforcement layers was measured and analysed. The experimental 124 
results of the model tests are presented and discussed. These results provide ample data for validation 125 
of numerical models.  126 
2 EXPERIMENTAL TESTING APPROACH 127 
2.1 Scaling of testing rig 128 
The dimensions of the testing rig were decided based on the scaling rules that were proposed and 129 
applied in earlier studies by Kempfert et al. (1999, 2004), Zaeske (2001), Heitz (2006) and Van Eekelen  130 
(2015) as shown in Table 1. According to Van Eekelen (2016), piles are installed at a centre-to-centre 131 
spacing less than or equal to 2.50 m and pile caps have a width greater than or equal to 15 % of the 132 
centre-to-centre pile spacing. In addition, the embankment height is at least 0.5 of the centre-to-centre 133 
pile spacing (Van Eekelen et al. 2010 and Van Eekelen 2016). In this study, the testing tank was scaled by 134 
a factor of 4.0 in comparison with field applications (the Prototype) based on Van Eekelen (2015) who 135 
used a scale factor between 1.6 and 4.50. Table 2 illustrates all scaled values in this study. Of note, the 136 
stresses in this study were selected to be the same as those in reality in order to avoid difficulties due to 137 
stress-dependent behaviour of the embankment fill material as suggested by Van Eekelen & Bezuijen 138 
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(2012) and Van Eekelen (2015). However, this may lead to overestimating the results from the model 139 
tests which should be taken in any further analytical and numerical evaluations. Careful inspection of all 140 
design methods indicated that a uniformly distributed surcharge load is used to simulate the effect of 141 
traffic load. It is worth noting that applying surcharge load over the whole area of the embankment is 142 
only valid where the embankment is of adequate height to ensure uniform distribution of load at the 143 
level of piles and soft subsoil. This is not applicable in the case of shallow embankment in which 144 
surcharge loads are applied and transferred through a relatively small zone of the embankment resulting 145 
in propagation of high stresses on the region below the loaded area. Van Eekelen & Bezuijen (2012) 146 
suggested that traffic loads can result in a pressure between 43.0 kPa and 79.0 kPa on shallow 147 
embankments with height ≤ 3 m. In addition, the average maximum applied traffic load is 62.11 kPa for 148 
2.5 m centre-to-centre pile spacing and an embankment height of 1.0 m (Van Eekelen 2016). Traffic 149 
loads are transferred to the embankment fill through the pavement layer which can be considered as a 150 
flexible foundation or a reinforced slab depending on the materials used. The flexible foundation 151 
undergoes differential settlement while the rigid foundation undergoes uniform settlement. Due to 152 
difficulties to run tests under uniform pressure, this study was performed by applying loads on a rigid 153 
plate. A similar experimental study by Heitz et al. (2008) was carried out using a rigid loading plate. In 154 
order to explore appropriately the load transfer mechanisms of traffic loads over shallow embankment, 155 
cyclic loads are applied over a specific area of 900 mm X 1000 mm on the surface of the embankment. 156 
The cyclic loading was applied on three consecutive stages to produce mean surface pressures of 31.1 157 
kPa, 42.2 kPa and 53.3 kPa with pressure amplitudes of 22.2, 33.3 and 44.4 kPa respectively. In each 158 
stage of loading, 1000 cycles were simulated with a frequency of 0.5 Hz. Of note, the frequency in this 159 
study was selected due to limitations with the data acquisition system.  160 
2.2 Testing rig 161 
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A fully instrumented 2-D testing rig was designed, manufactured and commissioned to investigate the 162 
behaviour of unreinforced and reinforced pile supported embankments, although the real 3-D is more 163 
unfavourable. However, due to the complexity of the test, the model test was carried out in 2-D 164 
situation. The testing tank has internal dimensions of 1500 mm in length, 1000 mm in width and 500 165 
mm in height and was manufactured out of wooden frames and marine plywood sheets. Figure 1 shows 166 
a schematic drawing of the testing rig with details of the measurement devices. The testing tank was 167 
placed on the top of and fastened onto four steel I-beams to ensure stability and rigidity during the 168 
application of external loads. The vertical walls of the testing tank were also stiffened by three steel 169 
square box sections as shown in Figure 1. A very smooth plastic sheet was glued to all internal surfaces 170 
of the testing tank to minimise frictional effect between soils and walls and to minimise/eliminate the 171 
loss of moisture from the soft subsoil. 172 
Four model piles were constructed over the base of the testing tank to create three panels of soft 173 
subsoil with a clear width of 400 mm and a height of 200 mm. The rigid model piles were manufactured 174 
out of steel box sections with dimensions of 200 mm x 100 mm. It should be noted that the two 175 
intermediate model piles had a width of 100 mm whereas the two side model piles had a width of 50 176 
mm for symmetry reasons. All model piles had a length of 1000 mm to cover the whole width of the 177 
testing tank simulating 2-D conditions as shown in Figure 1. To measure the loads on piles, two load cells 178 
were fixed on top of each intermediate model pile and placed below a thick metal plate. The model piles 179 
and load measurement equipment were then enclosed by inverted U-shaped metal sheets to protect 180 
the load cells, prevent the ingress of soil into the area around the load cells and minimise the friction 181 
between soft subsoil and piles. All model piles were fastened securely onto the I-beams underneath to 182 
prevent any potential movement during the application of surface loads. The finished top level of all 183 
four model piles was kept the same. To minimise friction with soft subsoils and protect against rusting, 184 
all model piles and the inverted U-shaped metal sheets were painted by a layer of epoxy coating. Data 185 
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from the load cells were utilised to determine the pressure on the pile caps at different stages of testing. 186 
An additional two load cells were placed, as shown in Figure 1, at the base of the tank underneath the 187 
soft subsoil in the middle panel to measure the increase in pressure on the soft subsoil due to 188 
monotonic and cyclic loadings. The two load cells were covered with a rigid steel plate and a flexible seal 189 
was applied on the boundary to prevent ingress of soil particles into the load cells area and to assist with 190 
prevention of moisture loss as shown in Figure 1.  191 
The results of Han & Gabr (2002) indicated that maximum tension occurs near the edge of the pile. 192 
Therefore, it was crucial in this study that an attempt was made to capture the tension forces in the 193 
reinforcement layers, in particular the bottom one. To enable this, a complex system was manufactured 194 
and assembled to hold the reinforcement layer from each side and to transfer the load to external load 195 
cells using a coupling mechanism. Load cells were mounted on the stiffening steel square box sections 196 
that are used to strengthen the walls of the testing tank as shown in Figure 1. Two steel bars were 197 
fastened to each end of reinforcement layer and can move freely with the reinforcement layer in the 198 
vertical direction. The external connection was designed to be able to rotate in order to always measure 199 
tangential tension forces. The utilisation of a coupling mechanism was important to ensure that 200 
tangential forces were always measured. In total, eight load cells were used, two load cells in each end 201 
of the reinforcement layer to measure the forces in the reinforcement layers. In order to present 202 
tension force per meter, the measured loads were summed up from the two load cells of each end as 203 
the width of the geosynthetic layer was 1m. Of note, no tension forces were applied on the 204 
reinforcement layer at the early stage of connecting load cells, thus, load measurement in 205 
reinforcement layers can be attributed exclusively to the additional self-weight of the soil and external 206 
loads. Due to the limited number of load cells, tension forces could only be measured in two 207 
reinforcement layers. Measured tension forces were used to determine the tensile stress on the 208 
reinforcement layers. 209 
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The deformation in the lower reinforcement layer was measured at three points using three LVDTs 210 
which were connected to the bottom reinforcement layer from underneath of the testing tank as 211 
illustrated in Figure 1. Coin size aluminium plates were fastened on the reinforcement layers and 212 
connected by 3 mm diameter metal rods which were encased by a Perspex tube. Several trials were 213 
performed to ensure that the measurements taken were accurate records of the deformation of the 214 
bottom reinforcement layer. LVDTs were slightly compressed at the beginning to ensure continuous 215 
measurement of movements. 216 
Cyclic loads were applied over an area of 900 mm x 1000 mm through a rigid plate system which was 217 
positioned at the centre of the embankment surface as shown in Figure 1. Despite the fact that loads are 218 
controlled and applied using an advanced Servo Hydraulic Actuator system installed by ServoCon Ltd, an 219 
additional load cell was placed on top of the loading area to ascertain applied loads by independent 220 
precise measurements. The actuator was controlled via computer software and could perform any 221 
loading conditions including monotonic and cyclic loads. The actuator was capable of performing 222 
controlled displacement or load tests. In this study, all tests were carried out whilst applied 223 
loads/stresses were controlled and set at predetermined values. Two LVDTs were mounted on top of 224 
the loading plate for measurement of the surface settlement of the loaded area.  225 
All load cells and LVDTs were calibrated prior to use. Due to the number of measuring devices and huge 226 
number of data points, two data acquisition systems were utilised in this investigation to record 227 
measurements every 0.5 seconds. The accuracy of the load cells that were used for measurement of 228 
loads on piles, soft subsoils and reinforcement layers, was found to be ± 1.80 % of the measured values 229 
whereas that for measurement of the externally applied cyclic loading was ± 1.0% of the measured 230 
values. Calibration of the LVDTs indicated that deformation measurements were taken with an accuracy 231 
of ± 2.0 % of the measured values. 232 
2.3 Material used  233 
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In this experimental study two different types of soil including soft soil and sands were utilised to 234 
develop soft subsoil and embankments respectively whereas geotextile layers were used to reinforce 235 
the embankment.  236 
2.3.1  Sand fill                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                       237 
 A typically available graded sand was used as the embankment fill material in this experimental study. 238 
The sand utilised had a range of particle sizes between 75 m and 2360 m. The important index 239 
properties of the utilised sand are summarized in Table 3. According to BS EN ISO 14688-2:2004, the 240 
sand soil was classified as even-graded coarse sand with silt and fine gravel.  241 
2.3.2 Soft subsoil 242 
In this study, a real soft subsoil was prepared and used as a sub-grade soil in all experiments. Three 243 
different types of soil namely coarse sand (CS), fine sand (FS) and pure clay powder (C), were mixed with 244 
proportions of 50 %, 25 % and 25 % respectively to create the soft subsoil. Maximum dry density and 245 
moisture water content were determined from results of standard Proctor test which are shown in 246 
Figure 2. Specimens were then prepared at maximum dry density and corresponding moisture content 247 
for measurement of the elastic modulus using Unconfined compression test. The measured elastic 248 
modulus of the proposed soft soil was found to be 16 MPa which was considered to be very high for the 249 
purpose of the tests. In order to reduce the elastic modulus, specimens were prepared in the wet-side of 250 
the compaction curve by incrementally increasing the moisture content up to 22% and tested in triaxial 251 
testing machine under Unconsolidated – Undrained condition. The elastic modulus of specimens that 252 
were compacted at a dry unit weight of 15.95 kN/m3 and moisture content of 22 % was found to be 425 253 
kPa which was quite low to represent weak soft subsoil. The important index properties of the selected 254 
mixture are summarized in Table 4 according to BS 5930:1999 and BS EN ISO 14688-1:20. The prepared 255 
soft subsoil was classified as clay soil with low plasticity. It should be noted that pore water pressure was 256 
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not measured in this testing programme since the time required for consolidation is much longer than 257 
the time needed to apply all three stages of cyclic load. 258 
2.3.3 Reinforcement    259 
Careful consideration was given to the selection of reinforcement material so that a realistic behaviour 260 
for reinforced piled embankments could be simulated and assessed. As explained in section 2.1, the 261 
whole testing setup was scaled down by a factor of 4. As a result, a reinforcement material with a low 262 
tensile strength of 9 kN/m’ was required for this study. Several reinforcement materials have been 263 
considered including geotextile and geogrid sheets. However, geogrids were excluded as available 264 
products have a much higher tensile strength than required and since the outcomes of Van Eekelen et 265 
al. (2012) suggested that there is no major difference in the interaction between geotextile and geogrids 266 
in piled embankment. Geotextile reinforcement materials were tested for use in this study. However, 267 
geogrids are commonly used on reinforced piled embankments.    A wide-width tensile test was carried 268 
out the in the lab according to BS EN ISO 10319:2015 on specimens of geotextile materials.  Figure 3 269 
shows the attained tensile stress against tensile strain results for the selected woven Polypropylene (PP) 270 
geotextile material. It can be seen that the maximum tensile strength of reinforcement materials was 271 
found to be 12.50 KN/m’ which was recorded to occur at a strain of 11.0 %. The reinforcement material 272 
loses its strength post peak value. However, at 5% strain, the material can sustain a stress of 5.8 kN/m’ 273 
which is well below the value required by scaling down the whole testing rig. In addition, nearly elastic 274 
behaviour was noted in the first 2% strain which is expected to occur in this kind of reinforcement 275 
material. Layers of woven PP geotextile with dimensions of 1400 mm in length and 1000 mm in width 276 
were used as reinforcement materials.  277 
 278 
2.4 Testing setup, procedure and programme 279 
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Prior to the onset of the experimental programme, the testing tank was positioned in the central area of 280 
the loading frames so as to be centred with the actuator. Furthermore, the testing tank was also levelled 281 
to be precisely horizontal so that it was perpendicular to the vertical axis of the actuator.   282 
The soft subsoil was prepared by mixing specific amounts of CS, FS and C and adding a predetermined 283 
quantity of water in a large mechanical mixer to ensure achieving a uniform mixture. In total, around 284 
400 kg of soft soil was prepared and stored for re-use in all tests. The soft soil was placed and 285 
compacted manually in layers of 50 mm to fill in the space between the model piles. Once the soft soil 286 
was levelled off with the model piles, the surface of soft soil was covered by a dump proof sheet and 287 
surcharge pressure of 2.0 kPa was applied for 24 hours to ensure reaching; (1) a uniform distribution of 288 
water and (2) a pre-set dry unit weight which was determined based on the measurements taken by the 289 
load cells that were installed underneath the base of the soft subsoil. After the elapse of the 24 hr 290 
period, the surcharge load and dump proof sheet were removed and any subsidence on the surface of 291 
the soft subsoil was re-filled by the addition of the same soft soil. Ultimately, the surface of the soft 292 
subsoil was levelled off insuring that it coincided with the top level of the piles. Readings from the load 293 
cells underneath the soft subsoil in middle panel were taken to record the total weight of wet soft 294 
subsoil in each test. In addition, three specimens were collected for the determination of actual water 295 
content. The dry unit weight was then determined using the measured wet weight of the soft subsoil 296 
and the measured water content.  297 
In order to prepare the embankment with the same dry unit weight, a sand raining technique was 298 
employed in this testing programme by which sand was poured through a perforated metal sheet that 299 
was placed at the top of the testing tank. A trial test was conducted in which 20 samples were collected 300 
from different heights and locations within the embankment for the determination of the dry unit 301 
weight. It was found that the average dry unit weight of the sand was 16.80 ± 0.05 kN/m3. The achieved 302 
dry unit weight was almost 94% of the maximum dry unit weight determined from the standard Proctor 303 
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test. According to Das (2010), the achievable dry density in engineering practice is required to be 304 
between 90% and 105%. Thus, the achieved dry unit weight of the embankment fill was considered to 305 
be acceptable. 306 
In this study, around 520 kg of sand was poured into the testing tank through the raining box. For 307 
unreinforced embankments, continuous raining of sand was maintained until reaching the required 308 
height. Then the surface of the sand bed was levelled off to avoid any discrepancy in the initial 309 
overburden pressure and detrimental effects on the loading area. Whereas, in the case of inclusion of 310 
reinforcement layers, sand raining was interrupted to allow the insertion of reinforcement layers at 311 
predetermined heights according to the testing programme. The bottom layer was always placed on top 312 
of a sand bed with a thickness of 25 mm to prevent damaging of the reinforcement layer by the sharp 313 
edge of the model piles. Subsequently, the two ends of the reinforcement layer were fastened to the 314 
tension measurement mechanism and LVDTs were connected from underneath the testing tank.  Then 315 
sand raining was resumed to form the embankment until reaching the required level. In the case of 316 
inclusion of additional layers of reinforcement, sand raining was temporarily ceased to enable the 317 
installation of reinforcement layers at particular levels. Of note, the sand surface was always levelled off 318 
prior to the placement of reinforcement layers which were inserted at a spacing of 50 mm.  319 
Once the top level of the embankment was levelled off, this denotes the completion of stage 0 and 320 
records of load cells were taken as shown in Figure 4. The loading plate was placed on the central area 321 
of the testing tank. Two LVDTs were securely mounted on top of the loading plate to measure 322 
settlement as shown in Figure 1. Then the Servo Hydraulic Actuator was moved down slowly until it 323 
became in contact with the loading plate. Stage I of loading which is monotonic loading was initiated by 324 
gradually increasing the applied load up to 28 KN at a rate of 0.42 kN/sec. The load was maintained 325 
constant for 200 s. Then three stages of cyclic loading with different mean loads and amplitudes were 326 
performed with a constant frequency of 0.5 Hz. The cyclic loading in stages II, III and IV were (8-48 kN), 327 
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(8-68 kN) and (8-88 kN) which are equivalent to the application of surface pressures of (8.9-53.3 kPa), 328 
(8.9-75.6 kPa) and (8.9-97.8 kPa) respectively. The amplitude of the applied load was increased with the 329 
stage to simulate, to a great extent, the on-off nature of different cyclic loadings. Due to limitations with 330 
the data acquisition systems, data were recorded every 0.5 s so that four readings could be taken every 331 
load cycle. The number of cycles in all three stages of cyclic loading was kept at 1000 cycles. After the 332 
3000 cycles were completed, the loading in stage V was reduced gradually at a rate of 0.42 kN/sec until 333 
complete unloading. Upon removal of the loading plate, the soil surface was scanned accurately to 334 
determine surface profile in particular areas of settlement and heave. Furthermore, the surface profile 335 
of the soft subsoil was accurately scanned after the removal of the embankment fill material. Finally, 336 
specimens of clay soil and sand soil were taken for determination of water content. In this study, four 337 
experiments were performed in order for a deeper understanding of the behaviour of shallow 338 
unreinforced and reinforced piled embankment under cyclic loading conditions to be acquired. All tests 339 
were undertaken whilst the thicknesses of the soft subsoil bed and sand soil bed were kept at 200 mm, 340 
but the number of reinforcement layers was varied from zero to three layers.  341 
3 RESULTS AND DISCUSSIONS 342 
In this section, the results attained for loads and deformations were presented and analysed. All 343 
experiments were conducted under 5 stages of loading namely; self-weight (stage 0), monotonic load 344 
(stage I), cyclic loading 1 (stage II), cyclic loading 2 (stage III), cyclic loading 3 (stage IV) and unloading 345 
stage (stage V) as shown in Figure 4. The effect of number of reinforcement layers on the behaviour of 346 
soil arching, settlements and heaving were discussed and compared here after.  Of note, (1) all 347 
measured loads on piles and soft subsoil are converted into pressure for the sake of comparison and to 348 
aid the discussion, and (2) due to the huge number of data points, data points presented in figures 349 
represent the average of measured maximum and minimum values of five consecutive cycles. It should 350 
also be noted that some discrepancies were observed in the measured data. The pressure difference on 351 
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the two piles did not exceed 6% whist the discrepancy in the reinforcement tension force from the left- 352 
and right-hand side load cells was less than 7 %. The difference in measured surface settlement by the 353 
two LVDTs was less than 4%. It should also be noted that the results presented hereafter represent 354 
measured values from the model scale tests without any scaling corrections. 355 
3.1 Analysis of unreinforced and reinforced embankment   356 
Figure 5 presents the variations of maximum pressure on piles and soft subsoil versus time during 357 
different stages of loading on 200 mm unreinforced embankment. Initially, under the self-weight of the 358 
embankment (stage 0), it can be seen that the measured pressure on the soft subsoil was nearly the 359 
same as the pressure on the piles. These values are corresponding to the weight of embankment soil 360 
which indicated that no active arching was formed. This can be attributable to the embankment material 361 
being at rest conditions. However, when monotonic load was initiated (stage I), the pressure on the soft 362 
subsoil started to increase but at a slower rate. Significant increase on the pressure was recorded to 363 
occur on the piles.  For a surface pressure of 31 kPa, the pressure on the pile caps was measured to be 364 
about 68 kPa and that on the soft subsoil was about 17 kPa which means that soil arching was 365 
developed and caused significant transfer of loads to piles. This is in agreement with Girout et al. (2018) 366 
who found that the transferring of load to the pile was increased when the surcharge external load was 367 
applied compared with the case without applying surcharge load (overburden pressure). 368 
During stage II, cyclic load was applied with pressure between (8.9 kPa and 53.2 kPa). At the maximum 369 
applied load, it can be seen from Figure 5 that a remarkable drop in pressure on the pile caps occurred 370 
accompanied with a substantial pressure increase on the soft subsoil. This indicated the collapse of the 371 
formed arch in the embankment soil during the initial cycles of load. The pressure on the pile cap was 372 
decreased by 15% from 96 kPa to about 82 kPa over the first 16 cycles.  This is attributable to the loss in 373 
mobilised shear resistance along the vertical soil columns above pile caps by cyclic loads causing 374 
significant damage to the formed soil arching which is consistent with earlier findings by Heitz et al. 375 
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(2008), Zhuang & Wang (2018) and Wang et al. (2018). However, with increasing the number of load 376 
cycles, the rate of reduction in arching resistance decreased, thus after 400 cycles, the pressure on pile 377 
cap was decreased by 25 % from 82 kPa to about 72 kPa. Then there was hardly any further reduction in 378 
the pressure on the pile until the end of this stage.  379 
Despite the collapse of soil arching during the first stage of cyclic loading, entirely the opposite 380 
behaviour was noted during subsequent stages of cyclic loads (stages III and IV) in which the higher 381 
surface cyclic loading was applied. The results confirmed that most of the load was transferred to the 382 
piles causing a significant pressure increase on pile caps alongside a minor increase on the soft subsoil. 383 
From Figure 5, one could notice that pressure on the pile caps increased up to 122 and 176 kPa for 384 
surface cyclic pressures of 75.6 and 97.8 kPa respectively. Furthermore, it can be noticed that most of 385 
the load transfer occurred during the first 200 cycles followed with a gradual but very slight change until 386 
the end of each stage (1000 cycles). This could be attributed to the reinstatement of soil arching due to; 387 
(1) increased dry unit weight of the embankment fill and (2) deformation of the soft subsoil. Van Eekelen 388 
(2015) and Bhasi & Rajagopal (2015) found that consolidation of soft subsoil improves the arching in the 389 
embankment fill. In these experiments soft subsoil deformation was observed under the increased 390 
pressure by external cyclic loading. Improved shear strength of the embankment material was also 391 
imminent due to increased dry unit weight under the effect of load cycles. This could be due to 392 
densification of the embankment fill material by the act of dynamic compaction caused by the effect of 393 
cyclic loading which is consistent with recent observations made by Elshesheny et al. (2018) when cyclic 394 
loadings were applied over a small area in unreinforced and reinforced sand beds. Data taken for 395 
deformation of the embankment surface and soft subsoil were used to estimate the change in volume of 396 
the embankment fill material. Since the weight of sand used to build the embankment was measured, 397 
the dry unit weight could then be estimated. Figure 6 shows the estimated dry unit weight of the 398 
embankment material during the three stages of cyclic loading. The results show a degree of 399 
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improvement in the dry unit weight of the embankment in particular during the early period of 400 
application of cyclic loading. As a result, some improvement in the shear strength of the embankment 401 
materials leading to recovery of the arching effect would be experienced which resulted in the transfer 402 
of loads to piles in subsequent stages of load. The results in this study suggest that both increase in dry 403 
unit weight and deformation in soft subsoil caused significant improvement to particle interlocking and 404 
development of strong arching in the embankment fill material which in turn led to significant transfer 405 
of pressure on to pile caps.  406 
Figure 5 also shows the variations of minimum pressure on piles and soft subsoil versus time during 407 
different stages of loading. During stage II, a slight reduction in the pressure on the pile accompanied 408 
with a slight increase in soft subsoil was observed during the initial cycles and then the pressure 409 
remained constant until the end of the cyclic loading stage. The pressure on the pile cap was decreased 410 
by 13 % from 30 kPa to about 26 kPa over the first 20 cycles.  During stages III and IV, the pressure on 411 
the piles and soft subsoil was slightly increased although the minimum applied load was kept the same 412 
during each loading stage.as shown in Figure 5. In addition, from the close-up graphs in Figure 5, it can 413 
be clearly seen that most of the cyclic load was taken by piles and increased with increasing the applied 414 
pressure while the amplitude of pressure on the soft subsoil was quite small during all cyclic loading 415 
stages in comparison with that recorded on piles. The measured amplitude of pressure on the piles 416 
during the first stage of loading was varied between 28 kPa and 82 kPa while the measured amplitude of 417 
pressure on the soft subsoil during the first stage of loading was varied between 20 kPa and 28kPa. 418 
During the third stage of cyclic loading the measured amplitude of pressure on the piles during was 419 
varied between 43 kPa and 196 kPa while the measured amplitude of pressure on the soft subsoil was 420 
varied between 20 kPa and 35 kPa. 421 
 Inclusion of one, two and three reinforcement layers at predetermined locations was examined to 422 
evaluate the effects of reinforcement on the load transfer mechanisms within the embankment fill 423 
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material, particularly to illustrate how the reinforced embankment system responds to external cyclic 424 
loads. Figures 7, 8 and 9 show the effect of number of reinforcement layers on measured maximum 425 
pressure on pile caps and soft subsoil during all stages of loading. During stage 0 and I (overburden and 426 
monotonic loading stages), it can be seen that increasing the number of reinforcement layers caused a 427 
slight increase in pressure measured at the pile caps accompanied by a slight reduction in the pressure 428 
on the soft subsoil. With the inclusion of three layers of reinforcement, a 15% pressure increase on the 429 
pile caps was recorded due to the self-weight of the embankment. During the application of monotonic 430 
loading, a slight improvement to the load transfer mechanism was observed with the inclusion of two 431 
and three layers of reinforcement. The pressure on the pile cap was measured to be 74 and 78 kPa for 432 
embankments reinforced with two and three layers of reinforcement giving pressure increases of 9 and 433 
15 %. No effect was observed with the inclusion of one layer of reinforcement. This is due to the 434 
mobilised frictional resistance not being high enough to develop tension membrane effect. 435 
Nevertheless, a major benefit for the inclusion of reinforcement could be observed once cyclic load was 436 
applied after the monotonic load in stage II. Shortly after the onset of cyclic loading, the pressure on the 437 
pile caps was recorded to be 98, 120 and 136 kPa for embankments reinforced with one, two and three 438 
layers of reinforcement. This means that enhanced load transfer mechanisms within the embankment 439 
were experienced during cyclic loading with increasing the number of reinforcement layers leading to a 440 
higher pressure on the pile caps. With the inclusion of one reinforcement layer, it is likely that the 441 
tension membrane effect which is deformation dependant, is dominant causing increased transfer of 442 
loads to the pile caps. With the addition of more reinforcement layers, the stiffness of reinforcement 443 
and stiffness of the reinforced embankment increases causing the reinforced embankment to behave as 444 
a heavily reinforced slab which is in agreement with previous observations by Mohamed (2010). Hence, 445 
an enhanced response to cyclic load was observed during various stages of loading on reinforced 446 
embankments. It should be noted that increasing the number of reinforcement layers without changing 447 
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the summed stiffness would show negligible difference in the behaviour of the reinforced embankment 448 
(Heitz 2006 and Ariyarathne & Liyanapathirana, 2014). Inclusion of reinforcement layers lessened the 449 
immediate damage to the arch formed in the embankment material which was observed in Fig. 5 and 450 
the subsequently gradual decline in transferred pile cap pressure in comparison with the unreinforced 451 
soil embankment. Consequently, the degree of deterioration of transferred load to pile caps which can 452 
be assessed by the loss of resistance over prolonged cycles, reduced with increasing the number of 453 
reinforcement layers. For the embankment with one layer of reinforcement, the measured pressure on 454 
the pile caps went down to 80 KN/m2 at the end of stage II after 1000 cycles as shown in Figure 7. 455 
Increasing the number of reinforcement layers increased the stability of the load transfer mechanisms. 456 
Comparing Figures 7-9 indicates that the drop in pressure on the pile caps over the 1000 cycles of stage 457 
III of loading was reduced with increasing the number of reinforcement layers. When three layers of 458 
reinforcement were placed, the pressure on the pile caps decreased to 128 KN/m2 at the end of stage II 459 
of loading.  460 
Similar load transfer behaviour was observed with increasing the applied cyclic loading (stages III and IV) 461 
but even with an enhanced level of interaction and resistance. The results in Figures 7-9 illustrated that 462 
there was a minor increase in the pressure transferred to the soft subsoil whereas most of the pressure 463 
increase was taken up by the piles over the first 50~60 cycles. Furthermore, the load transfer response 464 
was different to stage II, a gradual increase in pressure on the pile caps was noticeable in most cases of 465 
inclusion of reinforcement layers and cyclic loads. This could be attributable to enhanced interaction 466 
between reinforcement layers and surrounding embankment material due to densification of 467 
embankment material and deformation of the underlying soft subsoil.  468 
Also, Figures 7, 8 and 9 show minimum pressure on the piles and soft subsoil during the cyclic loading 469 
stages (stages II, III and IV). It can be noted that the minimum pressure on the piles increased whilst the 470 
pressure on soft subsoil decreased with increasing number of reinforcement layers during all stages of 471 
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cyclic loading. For a reinforced piled embankment with three layers of reinforcement, the pressure on 472 
the pile cap increased from 33 kPa to 46, 50 and 53 kPa at the end of stage II, III and IV respectively as 473 
shown in Figure 9. 474 
Careful inspection of pressure data on pile caps during stages III and IV in Figures 5, 7, 8 and 9 illustrates 475 
that the maximum pressure on the central piles increased significantly with increasing the number of 476 
reinforcement layers. The maximum measured pressure on the pile caps was 196, 220, 231 and 257 kPa 477 
from tests with zero, one, two and three layers of reinforcement. Since, the applied surface pressure 478 
was precisely similar in all experiments, the results therefore suggest that inclusion of the reinforcement 479 
layers enhanced the transfer of load to piles. The results also illustrated that under prolonged cycles, the 480 
pressure on the soft subsoil has experienced a very minor reduction rather than an increase which could 481 
be attributed to the effect of the soft subsoil deformation on load transfer mechanisms. It is clear that 482 
complex interactions occur on the shallow reinforced embankment subject to cyclic loading due to 483 
changes in dry unit weight of the embankment, deformation of the underlying soft subsoil and 484 
interactions between the reinforcement layer and adjacent soils. The qualitative analysis of the data for 485 
dry unit weight implies that a good degree of densification to the embankment material occurs during 486 
the initial stage of cyclic load and reduces with further stages of loading and with the inclusion of 487 
reinforcement layers. Thus, the initially determined angle of friction for the embankment material and 488 
interface characteristics between the reinforcement material and adjacent soil may improve with 489 
prolonged cycles of external loading. The interface is characterised between reinforcement layers and 490 
adjacent soils and is a function of the normal stress which in the case of shallow embankments subject 491 
to traffic loads varies substantially along the perpendicular length of the reinforcement. Thus, variation 492 
in the friction resistance is imminent on the reinforcement layers. The relative contribution of different 493 
load transfer mechanisms is therefore dependant on fill material shear strength, frictional resistance 494 
and subsidence on underlying soft subsoil alongside with other factors e.g. pile spacing and thickness of 495 
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embankment. However, the contribution of each mechanism cannot easily be identified and/or 496 
quantified.  497 
In order to aid the discussion, the efficiency of load transfer to the piles and stress concentration ratio 498 
were determined. Efficiency is defined as the ratio of the embankment load transferred to pile in kN to 499 
the total load of the embankment in kN (Abusharar et al. 2009). However, this definition for the 500 
efficiency was proposed and developed for a uniformly distributed surcharge pressure over the whole 501 
surface area of the embankment. Calculations based on this definition are therefore no longer valid for 502 
assessing the efficiency of load transfer mechanisms due to the nature of applied loads e.g. traffic loads 503 
or train tracks for which the external load would be applied over a particular area of the embankment 504 
surface. Consequently, the pressure on pile caps would be different and directly related to the proximity 505 
of each pile cap to the loaded surface area. This issue is exacerbated where loads are applied on shallow 506 
embankments in which stresses would be very concentrated on a relatively small zone of the 507 
embankment that is beneath the loaded area. To overcome these difficulties with the calculation of 508 
efficiency, it was proposed to determine the efficiency based on measured data for transferred load to 509 
central piles and central soft subsoil panel. Thus, the efficiency is determined as the ratio of the 510 
embankment load transferred to pile in kN to the total load on pile and soft subsoil in kN. These values 511 
would represent the minimum efficiency (worst case scenario). Figure 10 shows the measured variations 512 
on the efficiency (E) of load transfer to piles versus the number of cycles of unreinforced and reinforced 513 
embankments using Equation 1 whereas Figure 11 illustrates the stress concentration ratio (SCR) 514 
between piles and soft subsoil in the central region underneath the loaded area based on Equation 2. 515 
E (%) = 
𝑎s𝑝   




× 100                                                                                                               (1) 516 
SCR = 
s𝑝   
 s𝑠  
                                                                                                                                        (2) 517 
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 Where, E is load transfer efficiency  in %, a is the width of central piles in m,  s𝑝  is the measured 518 
pressure on piles in kN/m2, 𝑠′ is pile clear spacing in m, s𝑠  is the measured pressure on soft subsoil in 519 
kN/m2, and SCR is stress concentration ratio. 520 
It is clear that the load transfer efficiency (E) and stress concentration ratio (SCR) improved significantly 521 
with the addition of reinforcement layers and slightly with further increases in the applied cyclic loads. 522 
In particular, inclusion of reinforcement layers reduced the expected loss of efficiency with prolonged 523 
cycles and under higher cyclic loading. It should be noted that the determined efficiency represents 524 
lower boundary values and other piles that are not in close proximity would be expected to retain higher 525 
efficiency.  This is due to the nature of the external load e.g. traffic load that was applied over a specific 526 
area of the embankment and the fact that the embankment had a shallow thickness. Although the stress 527 
concentration ratio was reasonably high as can be seen in Figure 11, this was not reflected in the 528 
 determined pile efficiency in the central region due to; (1) the characteristics of the piled reinforced 529 
embankment in the experiment, (2) the nature of the applied dynamic load, (3) the effect of applying 530 
loads over a rigid plate and (4), the application of surcharge load over a particular area of the 531 
embankment.  532 
In this study, experiments were conducted on piled reinforced embankments with a ratio of the pile cap 533 
width to centre-to-centre pile spacing of 5 and a ratio of embankment height to pile spacing of 0.5. This 534 
implies that the tested system for shallow embankments on widely spaced piles would result in lower 535 
stress concentration and less arching action. Abushara et al. (2009) found that the efficiency was 536 
decreased from 60% to 40% by increasing the pile width to centre to centre pile spacing ratio from 1:2.5 537 
to 1:4 whilst keeping the ratio of unreinforced embankment height to pile spacing at 1.0.  It is well 538 
documented that dynamic loads affect the strength of soil and cause fatigue to the reinforcement (see 539 
for example; Zanzinger et al. 2010). It can be seen from Figure 10 that starting cyclic loading caused a 540 
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significant loss in the efficiency of the unreinforced embankment. Inclusion of reinforcement layers 541 
mitigated the loss of efficiency so that with three of layers of reinforcement, efficiency was maintained 542 
at the same level irrespective of the applied load. The results confirms that addition of more than one 543 
layer of reinforcement enhances the performance of piled reinforced embankments subject to cyclic 544 
loads.  545 
It is also noted that differences appeared on the stress distribution below a load area based on the 546 
rigidity of the plate. In the case of rigid plate/footing above granular material as in this study, the 547 
maximum pressure occurred beneath the centre of the loaded area (Aziz 2000). Thus, even with a load 548 
spread angle, the maximum pressure still occurred in the central area of the embankment, leading to 549 
pressure concentration on the central panel of the soft subsoil and piles and leading to lower efficiency. 550 
Finally, applying loads over a particular area on shallow embankments needs serious consideration due 551 
to the concentration of stress on a small region of the embankment. As a result, the variation of shear 552 
stress along the reinforcement layer is likely to occur and may lead to a different extension of the 553 
reinforcement material.   554 
3.2 Tension force in and deformation of reinforcement layers 555 
Measurements of the forces generated on the reinforcement layers were taken by four load cells 556 
attached to both ends of each reinforcement layer. Of note, only the forces in two of the reinforcement 557 
layers could be measured due to the limited availability of load cells. In addition, tension force was 558 
measured at the two ends of each reinforcement layer. Of note; the maximum tension force would 559 
occur on the edge of the central piles underneath the loaded area.  Figure 12 shows the variation in the 560 
tension forces during the three stages of cyclic loading on different embankments.  561 
It can be seen that the reinforcement layers responded instantaneously to cyclic loads with the greatest 562 
tension force occurring in the embankment system with one reinforcement layer. Upon the application 563 
of cyclic loads (stage II), an immediate increase in the tension force was measured, as shown in Figure 564 
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12. The tension force in the reinforcement layers was directly related to the stage of the applied cyclic 565 
load. With increasing the number of reinforcement layers, a reduction in the tension force in the 566 
reinforcement layers was noticeable. However, the results indicated that the maximum tension forces 567 
always occur in the bottom layer. This is in agreement with Heitz et al. (2008) and Van Eekelen (2015) 568 
who found that highest strain was recorded in the bottom layer which corresponds to higher tensile 569 
stresses. Also, it can be noted that the measured tension decreased slightly during the second and third 570 
stages of cyclic loading (stages III and IV) which could be attributed to creep behaviour. Creep in 571 
reinforcement layers occurs when the reinforcement layer is under applied loads for long period of time 572 
(see for example; Ariyarathne et al. 2013) or under cyclic loadings (see for example; Kongkitkul et al. 573 
2004). Although in this study, the time of applying loads was not long, creep in the form of residual 574 
deformation may occur and reduce the tension in reinforcement layers due to the nature of cyclic 575 
loading as suggested by Kongkitkul et al. (2004).   576 
Figure 13 presents the maximum deformation patterns at three points on the bottom layer of 577 
reinforcement. Points 1, 2 and 3 are located in the centre of the central panel, near the edge of the 578 
central panel and the centre point of the adjacent panel as shown in Figure 1. Of note, it can be 579 
observed that a slight difference in the deformation of Points 1 and 2 of less than 2mm existed which 580 
can be attributed to the effect of boundary conditions. The results show clearly that the deformation of 581 
the reinforcement layer is at a maximum value in the central panel which reflects higher pressure due to 582 
the surface loads. From Figure 13, it can also be seen that with the inclusion of more reinforcement 583 
layers (two or three layers), a substantial reduction in the deformation of the bottom layer can be 584 
achieved, not only in the central panel but also in the neighbouring panels. By careful inspection of data 585 
in Figures 12-13, it is clear that the results of deformation and tension forces in the reinforcement layers 586 
are in agreement. In addition, the captured patterns for deformation and tension forces show 587 
similarities in the reaction towards the applied cyclic loads during the three stages of load increase. The 588 
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results show that the deformation of Point 3 decreases with the increase in the number of 589 
reinforcement layers and is much less than that measured for Point 1. This confirms that less pressure 590 
was transferred to the two neighbouring soft subsoil panels with increasing the number of layers. In 591 
other words, stresses were intensified within the central region with increasing the number of 592 
reinforcement layers due to increased stiffness of the reinforced zone as it was evident from increased 593 
pressure on the central piles. This means that for a single layer of reinforcement, the tension membrane 594 
would be dominant in transferring the loads whilst with increasing the number of reinforcement layers, 595 
the reinforced zone works as a stiffened platform to transfer the loads to the piles. These results are in 596 
good agreement with the outcomes of the numerical analysis by Ariyarathne & Liyanapathirana, (2014) 597 
which found that the multi-layer reinforced system works as a stiffened platform while an embankment 598 
system with a single layer of reinforcement works as a tensioned membrane. 599 
3.3 Settlements analysis 600 
Figure 14 presents the measured maximum settlement of the loaded area from tests on unreinforced 601 
and reinforced embankments versus the number of cycles. It can be seen that during stages 0 and I 602 
(static loads), the measured settlement of the loaded area is negligible in comparison with the 603 
settlement of the subsequent cyclic loading stages. Non-linear relationships for the measured surface 604 
settlement were very noticeable during the 1000 cycles of each stage of cyclic loading. It is clear that 605 
settlement decay occurred with further cycles. Increasing the average pressure and amplitude resulted 606 
in increasing the settlement but at a lower rate. This could be attributed to the densification of the 607 
embankment material as illustrated in Figure 3. The results illustrated that in the case of unreinforced 608 
embankments, the surface settlement was about 17.50 mm by the end of stage II and increased to 24.50 609 
mm and 32.50 mm by the end of stages III and IV respectively as shown in Figure 14. However, inclusion 610 
of reinforcement layers caused a significant reduction to the observed surface settlement of the 611 
embankment as well as causing a further increase in the decay of settlement during stages II-IV. Results 612 
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of a test on a reinforced embankment with one layer showed a decreased settlement to 15.8, 21.8 and 613 
26.8 mm at the end of stages II, III and IV respectively giving around an 18% reduction in the total 614 
settlement. Measured final settlements at the end of stage IV were almost 26.8, 22.8 and 19.1 mm for 615 
embankments reinforced with one, two and three layers of reinforcement respectively. Inspection of 616 
the results indicated that almost half of the total settlement occurred during stage II (first stage of cyclic 617 
loading) although the applied cyclic load during this stage was the lowest. This implied that significant 618 
rearrangement of soil particles occurred under the first stages of cyclic loading which in turn led to 619 
substantial densification of the embankment fill material as well as settlement of the underlying soft 620 
clay. Consequently, interaction between reinforcement layers and adjacent soils would improve which 621 
in turn contributed to the reduction in settlement in subsequent stages.  Results of Houda et al (2016) 622 
on an unreinforced embankment indicated that about 50% of the surface settlement occurred during 623 
the first 10 cycles of 50 cycles. In addition, the rate of reduction in void ratio of embankment material 624 
decreased with the number of cycles, which improved the arching effect.  625 
Figure 15 shows the deformed shape of the embankment surface after the removal of the loading plate 626 
for unreinforced and reinforced embankments. It is clear that soil heaves on both sides in all tests but 627 
reduces significantly with the inclusion of reinforcement layers. Measured heave reduced from 29mm to 628 
1mm for unreinforced embankments and embankment reinforced with three layers of reinforcement 629 
respectively. The results therefore suggest that serious considerations need to be given to construction 630 
of unreinforced or lightly reinforced shallow embankments. Increasing the number of reinforcement 631 
layers clearly impacted positively on the experienced embankment soil heave due to the development 632 
of shear stresses along the reinforcement layers leading to increased confinement of the embankment 633 
material (see for example; Zhang  et al., 2006 and Latha & Murthy, 2006). In addition, inclusion of 634 
reinforcement layers enhancing the load transfer mechanisms to pile caps and potentially reduced 635 
deformation of the underlying soft subsoil and embankment soil heave. The results of Rowe  & Li (1999)  636 
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suggested that increasing reinforcement stiffness caused a significant reduction in maximum vertical 637 
settlement and heave.  638 
Figure 16 shows the scanned deformation of the soft subsoil surface upon the completion of tests and 639 
removal of embankment materials. Distinct patterns of deformation formed in the central panel and the 640 
two neighbouring panels of soft subsoil. The central panel that was centred with the loading area 641 
showed a major compression and subsidence with the maximum values recorded on the centreline. The 642 
results show clearly that a significant reduction in the subsidence of the soft subsoil in the central panel 643 
was observed with increasing the number of reinforcement layers. Remarkably, the two neighbouring 644 
soft subsoil panels showed a mix of subsidence and heave. This could be attributed to the non-uniform 645 
increase of pressure due to external loading which gave indications of the lateral extent of the pressure 646 
increase. It was noticed the heave on the soft subsoil was always less than the subsidence. The surface 647 
deformation of the soft subsoil was alleviated with the inclusion of reinforcement layers as can be seen 648 
in Figure 16.  In addition, it can be seen that punching mechanism was occurred in the case of zero 649 
reinforcement layer at the boundary of middle piles. Also, it can be noted that some degree of 650 
settlement at the boundary of the pile in reinforced embankments was observed as shown in Figure 16. 651 
Of note, image analysis was performed in order to estimate the deformation at the piles boundary.    652 
4 CONCLUSIONS 653 
An experimental programme was undertaken using a fully instrumented testing rig to assess the 654 
behaviour of unreinforced and reinforced shallow piled embankments under monotonic as well as cyclic 655 
loadings. Soft clay material was used as a subgrade soil whereas the embankment were built from a 656 
typical graded sand. Five loading stages were applied in each test. The following conclusions can be 657 
drawn out of the presented results and discussion. 658 
1. During stage 0 (self-weight of embankment), a slight increase on the pressure in pile caps was 659 
noted with increasing the number of reinforcement layers. However, a distinctive difference 660 
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occurred in the pressure transferred to the pile caps during the monotonic loading stage in 661 
which surface pressure was increased to 31kPa. This could be attributed to the pure arching 662 
effect in the case of the unreinforced embankment and the combination of load transfer 663 
mechanisms in reinforced embankments.  664 
2. The results suggest that shallow unreinforced embankments perform poorly under the effect of 665 
cyclic loadings. The collapse of arching is imminent which could lead to significant transfer of the 666 
surface loads to the soft ground. However, it was apparent that regain of strength due to 667 
densification of the embankment material and deformation of the soft subgrade soil would lead 668 
to partial or full recovery of the arching effect with further stages of cyclic loading.  669 
3.  A good degree of improvement in response and performance of piled embankments was 670 
noticeable with increasing the number of reinforcement layers. The measured data showed 671 
clearly that with increasing number of reinforcement layers, most of the surface load was 672 
transferred to the piles irrespective of the cyclic loading stage. 673 
4. The tension force in the reinforcement layers was measured to be at the highest value in the 674 
bottom reinforcement layer and reduced with increasing the number of reinforcement layers. 675 
5.  Almost 50 % of the surface settlement occurred during the first 100 cycles of cyclic loading.    676 
Increasing the number of reinforcement layers led to a remarkable reduction in the measured 677 
surface settlement and deformation (e.g. settlement and heave) of the soft subsoil.         678 
LIST OF NOTATIONS  679 
a pile width (m) 
𝑑10 Diameter of 10% passing () 
𝑑30 Diameter of 30% passing () 
𝑑50 Diameter of 50% passing () 
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𝑑60 Diameter of 60% passing () 
E Load transfer efficiency (dimensionless) 
H Embankment height (m) 
s’ Clear spacing between piles (m) 
SCR Stress Concentration Ratio (dimensionless) 
s𝑝  Measured pressure on piles (Pa) 
s𝑠  Measured pressure on soft subsoil (Pa) 
  
LIST OF ABREVIATIONS 680 
 681 
ASMP Applied Surface Mean Pressure 
Amp Amplitude 
C Clay powder 
CS Coarse sand   
Freq Frequency 
FS Fine sand  
LVDT Linear Variable Differential Transducer 
PP Polypropylene 
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List of Tables: 852 
          Table 1. Scaling rules for experiment against Prototype 853 
Parameter Dimension Scale ratio 






Stress kPa 1:1 
Force kN 1: x
2 
Tensile strength of reinforcement kN/m 1: x 





Table 2. Scaling applied in this study 856 
Parameters Laboratory Prototype 
Testing tank dimensions, m 1.5 x 1.0 6.0 x 4.0 
Centre-to-centre pile spacing, m 0.5 2.0 
Pile cap width, m 0.1 0.40 
Embankment height, m 0.2 0.80 
Tensile strength of reinforcement, kN/m’ 9.0 36.0 
Surface maximum pressure due to traffic load, kPa 53-98 53-98 






          Table 3. Properties of sand fill used in this study 860 
Property Measured value 
d10, m 170   
d30, m 350   
d50, m 600   
d60, m 850   
Uniformity coefficient (Cu)        5 
Coefficient of curvature (Cc)   0.85 
Maximum dry unit weight, kN/m3 
Optimum water content, % 
17.96 
10.30   
Specific gravity 2.65 
Angle of friction, degree 38O 
Angle of friction between sand and  






Table 4. Properties of used soft subsoil in this study 864 
Property Measured value 
Dry unit weight, kN/m3 15.95 
Moisture content, % 22.0 
Liquid limit, % 28.0 
Plastic limit, % 20.2 
Undrained cohesion, kPa 13 
Angle of friction, degree 0 
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Figure 2. Compaction curve of soft subsoil 883 






















Water content,  % 
Dry unit weight at moisture content of 22% = 15.95 kN/m3 
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Stage III 
cyclic loading   
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Figure 5. Maximum and Minimum pressure on pile caps and soft subsoil for unreinforced embankment. 901 
where; ASMP = Applied Surface Mean Pressure, Amp = Amplitude and Freq = Frequency. 902 
 903 
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Figure 9. Maximum and minimum pressure on pile caps and soft subsoil for three layers reinforced 937 
embankment 938 
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Figure 10.  Efficiency of unreinforced and reinforced embankment versus number of cycles. 941 


























Figure 11. Stress concentration ratio of unreinforced and reinforced embankment versus number of 944 
cycles. 945 
 946 


























   












Figure 12. Measured tension force in reinforcement layers on embankments with; A) one layer of 951 
reinforcement, B) two layers of reinforcement and C) three layers of reinforcement 952 
 953 
 954 






0 500 1000 1500 2000 2500 3000







Bottom layer of reinforcement





























Figure13.  Maximum deformations in the bottom reinforcement layer versus number of cycles for ; A) 960 
one layer of reinforcement, B) two layers of reinforcement and C) three layers of reinforcement 961 
 962 
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Figure 14. Maximum settlement of loading plate versus number of cycles 965 
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